TAIYO AMERICA, INC.
2675 Antler Drive, Carson City, NV 89701
Phone: (775) 885-9959 Fax: (775) 885-9972

CERTIFICATE OF CONFORMANCE

This is to certify that the following product has been inspected prior to sale and shipment, and complies

with the manufacturing specifications for this product.
This product meets all the requirements of IPC-SM-840E Classes H and T and Bellcore (Telecordia) GR-78-CORE

and is UL recognized 94V-0 (File #E166421, UL Name: CA-40JA).

Lot# 003162% Mfg. Date: 3~ 16 — &0

CA-40LDI (US)
Warranty Ends: q- | € - 29

MANUFACTURING
PROPERTY TEST METHOD SPECIFICATION RESULT
FINENESS OF GRIND  TAL0-0002 & wherans masin "5 microns
COLOR Visual Comparison Equivalent to reference Passed E/
VISUAL EXAMINATION Microscopic examination
1. 1-mill drawdown of wet film No bubbles, pits, voids, Passed o

particles, color differences.

Passed I

2. Wet film drawdown on No bui)bles, pits, voids,
grind gauge particles, color differences.

Verified By:
- T Sutsrutien 3/t /2 -

Nzlmé, Title, Date

FRM-0-0143 5/14/18



